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Int roduct ion

Thank you for purchasing the HKS EVC and EVC EasyWriter .

The EVC EasyWriter is a data edit ing tool for the EVC.
The EVC data can be edited using this software.
P lease read the following inst ruct ions carefully to understand the funct ions effect ively and in a safe
manner .

Safety Warnings

The symbols indicated below depict the warning levels.

There may be r isk of severe injury or death.Caut ion

There may be r isk of injury.
There may be r isk of fire damage to the vehicle.Warning

Caut ion
Do not at tempt to tune the vehicle on the st reet .*

Always tune on a dynomometer .

Warning
* Be ext remely careful not to input wrong values.

There is a r isk of damaging the engine.
HKS will not be held responsible for any damages.

* The dr iver should not at tempt to use the EasyWriter while dr iving.
There may be r isk of causing an accident .
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Software Usage Agreement

This software is intended only for those who have accepted the following terms and agreements.
Read the following agreement and proceed upon approval.

1. EVC EasyWriter software requires a permit for usage

2. Copyr ight (Copyr ight is proper ty of HKS Co. Ltd.)

3. Rights 1) User is allowed to install on only one computer system per software
purchased.

2) This software may not be t ransfer red or lended to any third par ty
other than what is indicated in 3).

3) Software may be t ransfer red to another par ty only if the following
requirements are met .

* All contents including but not limited to the Software Usage
Agreement , inst ruct ion manual, and all software are t ransfer red
to the new user .

* The or iginal user must delete all copies of the program on the
or iginal computer (s).

* The new user must agree to this cont ract .
If the software is upgraded to a newer version, and any previous
versions are saved, all older versions of the software must be
t ransfer red to the new user .

4) This agreement is effect ive from the date the EVC EasyWriter is
installed.

4. Reproduct ion and modificat ion
1) The EVC EasyWriter disk and documents included are not to be

reproduced (copied) or modified in any way.
2) The user and/or any third par ty person(s) may not edit , change,

disperse, or disassemble the program or hardware. Failure to comply
will void all war ranty claims.

3) Reproduct ion of all or any par t of this manual without wr it ten
consent from HKS Co. Ltd. is prohibited unless stated by law.

5. Disclaimer HKS Co. Ltd. will not be held responsible for any damages caused to
the vehicle(s) or to the computer (s) by use of this software. HKS Co.
Ltd. cannot guarantee that this product will suit the users’ needs, nor
guarantee that the program will be er ror -free.
HKS Co. Ltd. will not be held responsible for any damages inflicted
direct ly or indirect ly by use of this program. HKS Co. Ltd. will not be
held responsible for any conflict or dispute that may ar ise between the
user and a third par ty as a result of using this program.

System Requirements

* Pent ium 200MHz or higher processor (Pent ium 3 or higher recommended)
* Windows 98SE, ME, 2000, XP(Windows XP recommended)
* 32MB of RAM (128MB or higher for Windows 98, 256MB or higher for other Operat ing Systems)
* 20MB or higher available hard disk space
* CD-ROM drive (for init ial installat ion only)
* SVGA resolut ion or bet ter monitor
* Mouse or other point ing device
* USB to Ser ial Adaptor : RS-232C connector

** For Nor th Amer ican markets, we recommend: ATEN (IO GEAR) USB to Ser ial Adapter , model
number UC232A

** This program may not funct ion in some computers even if it meets system requirements due to
incompat ibility reasons.

** Windows 98SE, ME, 2000, and XP Operat ing Systems are products of Microsoft Corporat ion.
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1. Installat ion

(1) Inser t CD in the disk dr ive to star t the installer . If the installer does not star t automat ica
lly, double click the setup.exe file in the CD to run the installer .

(2)Read the agreement carefully and accept to go to the next step.

(3)Select the folder to install files. Click "Next" if it is ok .
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(4)When a screen like the one below appears, click the "Install" but ton to begin the installat ion.

A screen like the one below will appear dur ing installat ion.

(5)After installat ion is completed, click the "Finish" but ton.

If the "Star t EVC EasyWriter Ver1.1 after installat ion" check-box is clicked, the EasyWriter
software will star t after the installat ion is complete.

To star t the EasyWriter software, click on the icon on the desktop or select Star t - Programs -
HKS - EVC EasyWriterVer1.1 - EVC EasyWriterVer1.1
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2. Icons

After star t ing up the EVC EasyWriter program, the main window will be displayed.
Below are funct ions of each icon.

New Load Data LogConstant
Tr im

Open SendMult iplier
Tr im

Save LinkEqual
Divide

Pr int Data
MonitorParameter

Cut Trace

Copy Graph Cursor
Trace

Paste

3. File

3-1. Create new data
Select "New" to display a new map window. When a new map is created, the boost cor rect ion
map is set to 0 and all offset maps are set to 100 by default .

3-2. Open file
Select "Open" to display a file select ion dialog box.
EasyWriter files have a file extension of ".EV5"

3-3. Save data
Select "Save As" to name and save data that is being edited.
Select "Save" to overwr ite and save data that is being edited.

3-4. Pr int
Select "Pr int" to pr int the map on the screen.
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4. Edit

Select "New" or "Open" to display a map window.

Map select ion list

Map list

4-1. Select ing a Map
Switch maps by select ing an item on the select ion list or map list .
The light colored map is an invalid map. Change parameters to make it valid.

4-2. Edit ing a Map
Select a cell on the map to edit .
To select mult iple cells, click and hold the left mouse but ton at the star t ing point and drag the

mouse over cells to edit . (Click and drag)
This also can be done by moving the cursor with the Arrow keys while holding the SHIFT key.
Edit ing can be done only for the selected cells.
Enter the value using numer ical keys. If mult iple cells are selected, the input values will be
entered in all selected cells.
Pressing the "Page Up" key or scrolling up with the mouse’s scroll wheel will increase the
value in the cell selected.
Pressing the "Page Down" key or scrolling down with the mouse’s scroll wheel will decrease
the value in the cell selected.
* If map values are changed while link ing to the EVC, those values will not apply. To apply

changed values to the EVC, make sure to per form "Send All Data".

4-3. Edit Funct ion

(1)"Undo" will undo the act ion that was just per formed.
The value before edit ing is basically the value when the map was selected. If the file is
saved after edit ing, then the new value will be saved.
Also, if a different map is selected, the undo funct ion will no longer work .

(2)Select "Copy" to copy the selected range to the clipboard.
(3)Select "Cut" to cut the selected range and copy it to the clipboard.

The value in the range becomes "0."
(4)Select "Paste" to paste the data copied to the clipboard to the selected cell (focus will shift

to the top left of the selected cell).
(5)"Constant Tr im" will add the input value to the value of the selected range.
(6)"Mult iplier Tr im" will mult iply the input value to the value of the selected range.
(7)"Equal Divide" will average out the selected range by refer r ing to the 4 neighbor ing cell

values.

* Right click on the map to display the same menu.
* The edited values will display in red.

Warning : If the axis is changed, the map will automat ically adjust to that axis.

* If map values are changed while link ing to the EVC, those values will not apply. To apply
changed values to the EVC, make sure to per form "Send All Data".

(2) (3) (4) (5) (6) (7)
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5. Graph

5-1. Display Graph
Select the "Graph" icon to display the graph window.
The graph window will always show the graph of the map.
The list on the left of the graph window is the axis of the map. The data of the axis will display

on the bot tom cell of the graph when an axis is selected from the list .
This cell can be edited similar to map edit ing.
Adjust the view angle using the 4 view adjustment but tons on the bot tom left of the window.

Axis List

Edit Cell

View Adjustment
But ton

5-2. Edit Graph
Right click the graph to display a two-dimensional view of the graph.
This graph is the cross sect ion of the axis selected from the axis list .
Right click again for graph edit mode. Then use the left click to edit direct ly onto the graph.
Right clicking once more switches back to the three-dimensional graph.
* If map values are changed while link ing to the EVC, those values will not apply. To apply
changed values to the EVC, make sure to per form "Send All Data".
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6. Communicat ion

6-1. Load All Data
Select "Load All Data" to load all maps and parameters stored on the EVC to the EasyWriter .
If a file is already open, a dialog will appear ask ing if you would like to save before closing.
Select "Yes" to save or "No" not to save.
After loading is complete, it will switch to link mode automat ically.
* Loading cannot be per formed if the init ial setup is not complete or dur ing the fir st few

seconds of power ing on the EVC.

6-2. Load Parameter
Select "Load Parameter" to load all parameter data from the EVC.
* Loading cannot be per formed if the init ial setup is not complete or dur ing the fir st few

seconds of power ing on the EVC.

6-3. Send All Data
Select "Send All Data" to send all map and parameter data edited from the EasyWriter .
After sending is complete, it will switch to link mode automat ically.
* Cannot send data for a few seconds after the EVC is powered ON.
* Cannot send data if the parameter set t ings "Pressure Unit", "Exhaust Bypass Type",

"Standard Maximum Boost", "Cor rect ion Coefficient" and "Init ial Boost Set t ing" are different
from the unit .

6-4. Send Parameter
Select "Send Parameter" to send all parameter data to the EVC.
* Loading cannot be per formed if the init ial setup is not complete or dur ing the fir st few

seconds of power ing on the EVC.
* Cannot send data if the parameter set t ings "Pressure Unit", "Exhaust Bypass Type",

"Standard Maximum Boost", "Cor rect ion Coefficient" and "Init ial Boost Set t ing" are different
from the unit .

6-5. Data Lock
Data Lock is used to secure data of the main unit .
If "Data Lock" is proper ly set , a data lock number is required to communicate with the EVC.
In order to communicate with the EVC, input the cor rect data lock number that matches the
number stored on the EVC.
ON: Sets the data lock on the EVC.

The program will prompt the user via a text field to input the data lock number twice,
to avoid input er rors.
Type the correct data lock number twice and click OK.

OFF: Cancels the data lock on the EVC.
The program will prompt the user via a text field to input the data lock number to
confirm. Click OK to complete the process.

6-6. All Reset
This funct ion will reset all data including the EVC data lock set t ing.
All saved set t ings and data will be deleted as well.

6-7. Data Monitor
Click on the Data Monitor icon to display a data monitor window which monitor s the input
and output signals of the EVC.

* Cannot use the data monitor funct ion if "Load All Data" is not per formed.
The window size of the Data Monitor window can be adjusted.
Change font size using the "Font Size" menu.
If the "Screen Size" is set to Auto, it will automat ically change the window size with respect to

font size.
The program will save the data monitor size set t ings.
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7. Display/Opt ion Funciton

7-1. Map Display
Choose a size in the menu sub-directory between 1 (smallest ) to 5 (largest ).
The default set t ing is at 3.

7-2. Display Compar ison File/Paste from Compar ison File
Select "Display Compar ison File" to open a dialog select ion of the file(s) to be compared.
Select the compar ison file to display as shown below.

The top sect ion of each cell indicates the edit map and the bot tom indicates the compar ison file
map.

Yellow-colored cells indicate that the edit map value is greater than the compar ison map value.
Conversely, light blue-colored cells indicate that the edit map value is less than the compar ison

map value.
White-colored cells indicate that the values are equal.
Warning: This funct ion is simply a compar ison of values on the maps. These values will be

displayed regardless of the axis values being used on the edit map and compar ison
map.

Warning: "Display Compar ison File" cannot be used together with "Trace".

"Paste from Compar ison" can be used in "Display Compar ison File".
Select "Paste from Compar ison" to paste the compar ison data onto the edit map.

7-3. COM Port
Select COM1 - COM6 from the "COM Por t" sub-directory.
Make sure the "COM Port" is set according to the ser ial por t that the cable is connected to.

7-4. Trace
Select a display t ime from the "Trace" sub-directory.
Unless "Constant Display" is selected, the t race marker will disappear chronologically from the
oldest mark to newest mark .
There are 4 select ions for the t ime set t ing.

7-5. Cursor Trace
Select a t race cursor range from the "Cursor Trace" sub-directory.
There are two selectable ranges: "1" or "4", where "1" is the cell where the t race marker int
er sects (1x1 cell), and "4" is the complete t race mark (2x2 cell).
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8. Data Log Funct ion

8-1. Data Log
Click the Data Log icon to display a data log window as shown below.

Use the but tons on the bot tom left of the window to cont rol this funct ion.
The but tons on the top (from left to r ight ) are "Open Log File", "Save Log File", "Minimize",
and "Maximize".
The but tons on the bot tom row (from left to r ight ) are "Display Set t ing" and "Star t Log".
* Click the "Open Log File" but ton to display a list of log files to open.

Files that can be opened will have a file extension of ".LE5".
* Click the "Save Log File" but ton to save all the log data being displayed.

Saved files will have a file extension of ".LE5".
The data log file can also be saved as a text file by select ing ".txt" in the "Save As Type"
sect ion of the save dialog window.

* Click the "Minimize" but ton to minimize the t ime axis display of the log data.
* Click the "Maximize" but ton to maximize the t ime axis display of the log data.
* Click the "Display Set t ing" but ton to open a log display set t ing window as shown below.

Select display set t ings in this data log window.

* Click the "START" but ton to display the data monitor window and star t logging.
The parameters displayed in the log monitor window will be the parameters logged.
Place mark ings by pressing the space bar on the keyboard while logging.

* Data logging will not star t unless the "Load All Data" process is completed.
* Press the ESC key to finish logging.

8-2. Log Link
"Log Link" funct ion can only be used when the map window and data log window are both open.

The t race marker can be displayed on the data log window as shown below.
The t race marker will be colored green in this instance.

The display/hide, color , maximum/minimum range of an item can･
be displayed by select ing an item from the list on the left .

To change the color of the display, click on the "Color" panel to･
open a dialog box to list the available colors.

Input values in the "Maximum" and "Minimum" column to set the･
desired maximum and minimum display area.

To change the color of the background, click on the "Background･
Color" panel to open a dialog box to list the available colors.
Click OK to complete setup.･
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Warning: Make sure the cor rect data is selected. This funct ion will execute even for log data
that is not recorded in the display window.

Warning: "Log Link" and "Link Mode" cannot be used together .

8-3. Compar ison Log
Select "Compar ison Log" to display a data log window as shown below.
The log data can be compared by opening both the data log window and compar ison log
window.
The log can be cont rolled by the but tons on the bot tom left of the window.
The but tons star t ing (from left to r ight ) are "Open Log File", "Display Set t ing", "Minimize", and
"Maximize".
Refer to "8-1. Data Log" for details of each but ton.

Opening the map, data log, and compar ison log windows together and execut ing the "Log Link"
funct ion will display what is shown below:
In addit ion to the log link , a purple-colored t race marker will be displayed for use with the com
par ison log.

9. Other

9-1. Help
Select "Contents" or "Seach Keyword" to display help informat ion of the EasyWriter .
For details on the EVC, refer to the inst ruct ion manual.

9-2. About
Select "About" in the help files to display a dialog box with current version informat ion.
EasyWriter version, display version, and valve version can be confirmed.
However , the display version and valve version will only be viewable with the EVC connected.



12/19
COPYRIGHT (C) 2007 HKS CO.,LTD. ALLRIGHT RESERVED.

10. Init ial Setup

Init ial Setup encompasses the select ion of the pressure unit , bypass type, target boost , and recor
ding the boost character ist ics of the vehicle to the EVC.
Init ial Setup is required when fir st using the unit , or after the "All Reset" funct ion has been
performed.
* Set t ing with the EVC unit connected is recommmended for fir st -t ime users.

There are some Init ial Setup parameters that can only be adjusted with the EVC unit connected.
When per forming Init ial Setup on the EVC unit , refer to the EVC users manual.

10-1. Star t ing up the EasyWriter
A screen shown below will display at star tup. Select "New" from the file menu or click the
"New" but ton.

See below for the screen after select ing "New".

10-2. Parameter Set t ing
Open the parameter set t ing screen by pressing the blue car icon but ton or by select ing
Set t ings Parameter from the set t ing menu.

Select an on the parameter set t ing window.init ial set t ing item
* The init ial setup item can only be edited after new data is created.

After init ial setup is complete, the parameter s cannot be changed.

(1)

New File But tn

Parameter Set t ing Bnt ton

(2)

(3) (4)
(5)

(6)

(7)

(8)

(9)
(10) (11)
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(1)Pressure Unit
Select the pressure unit used for boost display.
Select from "kPa" or "PSI".

(2)Exhaust Bypass Pipe
Select bypass type used to cont rol boost .
Select from "SWING" type or "POPPET" type.

* SWING: Commonly known as actuator type.
* POPET: Commonly known as wastegate type.

Per form next .basic setup
(3)Cylinder

Select number of cylinders to use the RPM signal input .
Select from one of the following: 1, 2, 3, 4, 6, or 8 cylinders.

(4)Speed Pulse
Select the speed pulse to use the speed signal input .
* Select "2" for most NISSAN vehicles. (May not apply to all NISSAN vehicles)
* Select "4" for most NON-NISSAN vehicles. (May not apply to all vehicles)

(5)Throt t le Parameter
Sets the voltage output of the throt t le sensor when the throt t le is fully open and fully closed.
Per form only when the ignit ion is in the ON posit ion and the engine is stopped.
* Input closed voltage value by pressing the SET but ton to the r ight of CLOSE. Perform this

procedure with the engine at idle and your foot off the gas pedal.
* Input open voltage value by pressing the SET but ton to the r ight of OPEN. Perform this

procedure with gas pedal fully depressed.
* For vehicles equipped with elect ronic throt t le cont rol systems (dr ive-by-wire), the throt t le

may not fully open (100%) while the engine is stopped and the ignit ion is in the ON
posit ion.

(6)Bar Graph Funct ion
Select bar graph display data of the EVC display.
Select from one of the following. Boost A, Boost B, Speed, RPM, or Throt t le .

(7)Bar Graph Peak Funct ion
Funct ion that displays the peak value on the bar graph.
If the bar graph drops, a cell depict ing peak boost will r emain.
If Boost A or Boost B was selected, only posit ive boost will be displayed.

(8)Map Funct ion
Select ON/OFF for the boost cor rect ion map and type of signal used.
* OFF : No boost cor rect ion set t ings made. Cont rol through maximum boost

pressure and offset only.
* Throt t le : Boost cor rect ion from throt t le posit ion.
* RPM : Boost cor rect ion from RPM.
* Speed : Boost cor rect ion from vehicle speed.
* RPM+ Throt t le : Boost cor rect ion from a three-dimensional map of RPM and throt t le

posit ion.
* Speed + Throt t le: Boost cor rect ion from a three-dimensional map of vehicle speed and

throt t le posit ion.

(9)After Image Funct ion
Select ON/OFF to display the maximum boost for about 3 seconds on the EVC digital (large)
display.

(10)Backlight Level
Adjusts the level of br ightness of the EVC display.
Defaut set t ing is set to 100%.
Select a number from 0 ~ 100% in 1% increments.

(11)Sampling Time Set t ing
Only change this set t ing when boost is not stable.
Defaut set t ing is set to 4.
Select from 1 ~ 5.
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10-3. Parameter Set t ing
Switch to the cont rol window.

Star t from .init ial setup
* The init ial setup can only be edited after new data is created.

After init ial setup is complete, the parameter s cannot be changed.
* Cancel the init ial setup on the EasyWriter for users that do not know the init ial setup values or

for vehicles that have never completed init ial setup. Use the inst ruct ion manual to per form init ial
setup on the EVC unit .

(1)Standard Maximum Boost
If known, set the maximum boost value, after installing the EVC.
If maximum boost is set , the same value will be entered automat ically for the init ial boost
set t ing and boost set t ing mode A/B.
* For vehicles equipped with a var iable solenoid valve, the maximum boost will be lower after

the EVC is installed.

(2)Init ial Boost Set t ing
Set target boost .
The init ial value when creat ing new data is 0kPa or 0PSI. Make sure to input a value, for it
cannot be changed after init ial setup.
After setup of maximum boost , the maximum boost value will be entered.
A value lower than the maximum boost cannot be entered.
* Maximum set t ing value is 250kPa if the unit is set to "kPa".
* Maximum set t ing value is 36.0PSI if the unit is set to "PSI".

(3)Init ial Offset
If the target boost cannot be reached, increase or decrease the init ial offset to achieve target
boost .
The boost will increase if the set value is increased and the boost will decrease if the set value
is decreased regardless of bypass type being used.
* Setup using the EVC is recommended, as the EasyWriter does not know if the init ial boost

is off-target .

Per form next .basic setup
(4)Mode A/B Boost Set t ing

Sets the target boost for each mode A/B.
* Maximum set t ing value is 250kPa if the unit is set to "kPa".
* Maximum set t ing value is 36.0PSI if the unit is set to "PSI".

(5)Offset A/B
Makes fine adjustments to the target boost for mode A/B.
* Select from 1 ~ 199%.
* A higher value correlates to higher boost , and a lower value cor relates to lower boost ,

regardless of bypass type.

(6)Scramble Boost
Set t ing used to boost over the set maximum boost pressure for a limited t ime.
If the set value is higher , the vehicle will make more power . However , this can increase the
r isk of damaging the engine. Be ext remely careful when using this funct ion.
Value set in scramble boost will be the value that will be added to the maximum set value.
* Maximum set t ing value is 120kPa if the unit is set to "kPa".
* Maximum set t ing value is 17.0PSI if the unit is set to "PSI".

(1)

(2) (3)

(4) (5)

(6) (7)

(8)
(9)

(10)
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(7)Scramble Time
Sets the amount of t ime the scramble boost is act ive.
If the t ime is set too long, it will increase the r isk of damaging the engine.
Be ext remely careful when set t ing this funct ion.
* Maximum set value is 60 seconds.

(8)Boost Warning
If boost pressure reaches the boost warning value, the EVC will drop boost to factory levels.
If "Drop Boost" funct ion is ON, it will drop the pressure by the amount entered.
Select ON if to turn this funct ion on. Select OFF to turn this funct ion off.
* Maximum set t ing value is 250kPa if the unit is set to "kPa".
* Maximum set t ing value is 36.0PSI if the unit is set to "PSI".

(9)Drop Boost
Sets the amount of boost pressure that will be dropped when boost reaches the boost warning
value.
* Maximum set t ing value is 120kPa if the unit is set to "kPa".
* Maximum set t ing value is 17.0PSI if the unit is set to "PSI".

(10)Bar Graph Maximum Value
Sets the maximum value of the data set for the bar graph funct ion.
Set t ing range is as follows.
* Boost A: 0 ~ 250 kPa or 0.0 ~ 36.0 PSI
* Boost B: 0 ~ 250 kPa or 0.0 ~ 36.0 PSI
* Speed: 0 ~ 500 km/h
* RPM: 0 ~ 12000 rpm
* Throt t le: 0 ~ 100%

This ends the Init ial Setup process.
Click OK on the parameter set t ing window to close.

* Select "Send All Data" to send all set t ings to the EVC.
* Sending all init ial setup data can only be per formed after the EVC is fir st powered on, or after

reset t ing all data on the EVC.

Backing up all data onto a PC is recommended. When doing so, it is convenient to type
notes/comments about the vehicle applicat ion and specificat ions, as well as set t ing informat ion in
the memo tab within the Parameter Set t ing screen.
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11. Basic Set t ing

* After complet ing init ial setup and after sending data to the EVC, t ry to load all data and make sure
all the set t ings are cor rect in the parameter set t ing screen.

* Click OK and close the parameter screen after confirmat ion. It will automat ically send data because
the link to the EVC will be in the ON posit ion.

* After sending data, star t up the data monitor to make sure the RPM, speed, and throt t le are
displayed cor rect ly.

The set t ings below are not used if the map funct ion is OFF in the parameter set t ing.

11-1. Axis Set t ing

Set the axis used in the map funct ion.
If using a lower RPM than the minimum value of the axis, the minimum value will be used for

the axis.
For example, if minimum RPM on the axis is 1000RPM, it will use this 1000RPM value even if
actual RPM value is lower than 1000.
If using a higher RPM than the maximum value of the axis, the maximum value will be used.
The entered axis values will display on the axis from left to r ight , smallest to largest .

* If axis values are changed while linking to the EVC, those values will not apply. To apply
changed values to the EVC, make sure to per form "Send All Data".

Warning: If the axis is changed, the map will automat ically adjust to that axis.

The possible enterable range for each axis is displayed at the very bot tom of the main window.

(1)RPM Axis
Can be divided into 5 sect ions between 0 ~ 12000RPM.

(2)Speed Axis
Can be divided into 5 sect ions between 0 ~ 500km/h.
* Choose a realist ic number for the maximum axis.
F ine adjustments will become difficult if an excessively large value is entered.

(3)Throt t le Axis
Can be divided into 5 sect ions between 0 ~ 100%.

Range of input .
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11-2. Boost Correct ion Map

Correct ion will be per formed according to the boost cor rect ion value of the throt t le posit ion,
RPM, and speed in addit ion to the set boost in Mode A/B.
For example, if the set boost for Mode A is 100kPa, and Boost Correct ion A is 10kPa, then the
target will be 110kPa.

* By input t ing a posit ive value, it may surpass the boost set t ing for Mode A/B so be careful.
* Correct ion will be per formed using the axis selected in the map of the parameter set t ing.

Default will be set to 0kPa or 0.0PSI. Make slight changes to figure out the cor rect ion value.
The possible enterable value range is displayed at the very bot tom of the main window.
* Set t ing value range is from -120kPa ~ 120kPa if the unit is set to "kPa".
* Set t ing value range is from -17.0PSI ~ 17.0PSI if the unit is set to "PSI".

* Do not excessively widen the gap of the gr id. It may result in unstable boost control.
* If map values are changed while link ing to the EVC, those values will not apply. To apply

changed values to the EVC, make sure to per form "Send All Data".

11-3. Offset Map

This offset is used to make fine adjustments to the set boost in Mode A/B relat ive to throt t le
posit ion, RPM, or speed.
For example, if the set boost for Mode A is 120%, and Boost Cor rect ion A is 20%, then the
target will be 140%.

* Remember the offset value will be over or under the set value.
* If the set value is larger , the boost will increase, and if it is smaller , the boost will decrease

regardless of exhaust bypass type.
* Correct ion will be per formed using the axis selected in the map funct ion of the parameter

set t ing.
All default values are set to 100%. Make slight changes to figure out the cor rect ion value.
The enterable value range will be displayed at the bot tom of the main window.
* Select from 1 ~ 199%.

* Do not widen the gap of the gr id. It may result in unstable boost control.
* If map values are changed while link ing to the EVC, those values will not apply. To apply

changed values to the EVC, make sure to per form "Send All Data".

Range of input .

Range of input .
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12. EasyWriter Version Updates

Updates to the EasyWriter software (when available) can be downloaded from the EasyWriter
version update page of the HKS website.

ht tp://www.hks-power .co.jp/easywriter /Address :

This page can also be accessed from the EVC product detail page of the HKS website.
If the computer is connected to an internet source, double click the logo on the top r ight of the

window to be routed to the HKS website.

* The program will not automat ically check for version updates. The user will need to per iodically
check for updates.

* Any monetary charges incur red through the use of the internet to update this software is the user ’s
responsibility.

* The EasyWriter software must be installed on the computer in order to per form version updates.
Version update files are not complete software installat ion files.

The downloaded update file(s) will be zipped (compressed); it will need to be uncompressed before
use.

* Use a Windows data compression ut ility to uncompress the file and run the setup executable file.

* If a data compression ut ility is not installed on the computer , see the following inst ruct ions:

* Close all other applicat ions before updat ing.

[Windows XP or ME]
* Double-click the downloaded file and one file will appear in the compressed folder .
* Double-click this file to begin setup and follow inst ruct ions.

[Windows 98SE or 2000]
* Download and install a data compression ut ility and install it on the computer .
* Follow inst ruct ions on how to uncompress compressed files. Double-click the uncompressed file

to begin setup and follow inst ruct ions.

Star t the EasyWriter program after the update process is completed. Ver ify the version by
click ing "About" in the "Help" menu.

* This software cannot be updated to a previous version once updated to a newer version.
* All update installat ions will overwr ite previous versions, even when updat ing to the same

version.

* Windows 98SE, ME, 2000, XP is a product of Microsoft Corporat ion.

Double click to access
the version update
page.
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13. Uninstalling the EasyWriter

Click the Windows START but ton on the bot tom left of the screen and select Cont rol Panel.
Proceed by select ing "Add or Remove Programs".

Select the "EVC EasyWriter Ver1.1" from the list in "Change or Remove Programs" and click
"Remove".

* If the default installat ion path was selected dur ing or iginal installat ion, manually delete all files
located in "C:\ Program Files\ HKS\ EVC5EW".
If the files are not deleted, problems may occur dur ing re-installat ion of the program.

* Windows and Windows 98SE, ME, 2000, XP is a product of Microsoft Corporat ion.


