Power E@'

Supporter

INSTRUCTION MANUAL




Revision History

No.

Details

Date

1

First edition

06/09/2024




1. Introduction

1-1. What is Power Editor R SUPPOIEr ............uvvivviiiiniiiiiiiii e, 4
1-2. What is required for operation ................coooiiiiiiiiiin 4
1-3. File deSCriPLioN .......ccuiiuiiiiiiiii i 4

2. Preparation

2-1. Install USB dIiVEr ........cccuiiviiiiiiiiiiiiiiin i e e 5
2-2. Power Editor R connection check ...............ccoooviiiiiiiiiiiinnice 6

3. How to use Power Editor R Supporter

3-1. Starting Power Editor R SUPPOMer .............c..coeiiiiiiiiiicceee 7
3-2. Select your VEhICIe ............oooeiiiiiiii 8
3-3. Map selection and rewriting ............cccoeevviviniiineiininieeneee e 9

3-4. Check after rewriting ..............ccoooiiiiiiiiiiiii 10

Power € r




: 1. Introduction HKS

- Power Editor R Supporter allows you to easily rewrite Power Editor R map data without using Easy Writer.

1-2. What is required for operation

- Windows computer. (Windows10 or Windows11.)

- To start Easy Writer, .Net Framework 4.7.2 or later must be installed on your computer.If it is not installed,
you will not be able to start it, so please install it from the Microsoft website.

1-3. File description

Name Date modified lype Size
Map Data
Files 20/00/2024 15.11 e folde
INSTRUCTION MANUAL
Manual 19/08/2024 15:14 File folder
USB driver )
USBDriver —=708/2024 15:14 File folder
& PER_Supporter.exe 27/02/2024 12:27 Application 1,550 KB

Power Editor R Supporter
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2. Preparation

1. Install USB driver

- Launch CMD212364 _Setup.exe located in the USBDriver folder and follow the displayed steps to proceed with the
installation.

® FTDI CDM Drivers X
Name r [ lifiod Tine e &
Name Date modified lype Size FTDI CDM Drivers
. Click ‘Extract’ to unpack version 2.12.36.4 of FTDI's Windows
. CDM212364 Setup exe Application R driver package and launch the installer.

Start with double | click ]

Device Driver Installation Wizard www ftdichip.com

Welcome to the Device Driver
Installation Wizard!

This wizard helps you install the software drivers that some
computers devices need in order to work

Cancel

Device Driver Installation Wizard

Click "Extract"

License Agreement \.
-_ To continue, accept the following license agreement. To read the entire
{ agreement, use the scroll bar or press the Page Down key.
Device Driver Installation Wizard
IMPORTANT NOTICE: PLEASE READ CAREFULLY BEFORE
INSTALLING THE RELEVANT SOFTWARE: o - o
This licence sgreement (Licence)is a legal sgreement between you completll’lg the Device Driver
(Licensee or you) and Future Technology Devices Internationsl Limited e .
To continue, click Next of 2 Seaward Place, Centurion Business Park, Glasgow G41 1HH, InSta"atlon leal‘d
Sootland (UK Company Number SC136640) (Licensor or we) for use of
driver software provided by the Licensor(Software).
The drivers were successfullyinstalled on this computer
Cancel BYINSTALLING OR USING THIS SOFTWARE YOU AGREE TO THE
4 You can now connect your device to this computer.Ifyour device
Save As Print came with instructions, please read them first
1 n 1"
[ Click "Next
< Back ( 'h_liexi > | Cancel

Driver Name

Click "Finish"

\/ FTDI CDM Driver Packa
N/ FTDI CDM Driver Packa

Check "l accept thjis agreement"
and click "Next" - S

<< Return to index 5




E 2. Preparation

2-2. Power Editor R connection check

- Remove the waterproof connector inserted into the vehicle-specific harness of Power Editor R, and connect the
included USB harness.

[ Remove the waterpj;ofwctL]

- After you finish using Easy Writer, remove the USB
harness andPlease reinstall the waterproof connector.
- Connect Power Editor R to your computer via USB.
- Open the Device Manager on Windows OS and if [USB Serial Port] is displayed under ports (COM and LPT),
Power Editor R is connected correctly.

= o x

[How to open device manager]
Right-click the Windows Start button E and select "Device Manager".
- If a serial device other than Power Editor R is connected to your
computer, multiple [USB Serial Port] may be displayed.
In that case, please unplug the Power Editor R's USB and then plug
it back in to make sure that the Power Editor R is recognized.

v @ Ports (COM & LPT)
W USB Serial Port (COM5)
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3. How to use Power Editor R Supporter

3-1. Starting Power Editor R Supporter

- Run PER_Supporter.exe.

~ £ s Power Editor R Supporter 1.2.2.2 EN
=D
Files
Manual (&1 (%" Please Select CarType. -
USBDriver :
@ PER Supporter.exe 44 Double—click to launch. ] Map Selection (0}

4

Please Select CarType.

Current status :

If the Power Editor R unit is not connected, the PER Ver: PER_FW.002

current status will not be displayed.
Map Ver: PER_MPAO2

HK|S HKS Co, Ltd

<< Return to index 7




M

3. How to use Power Editor R Supporter HKS

3-2. Select your vehicle

- Please select the vehicle model from the pull-down menu according to the vehicle in which you will be installing
Power Editor R.

£ s Power Editor R Supporter 1.2.2.2 EN s Power Editor R Supporter 1.2.2.2 EN

&8Vl Please Select CarType. v (&=l 7.7 42018-AT020 GR YARIS [GXPA16] v
(VPN please Select CarType. Select your vehicle. Map Selection ( 5 ) Number of maps to choose from.
42018-AT020 GR YARIS [GXPA16
« T (T Besn

Please Select CarType. Map[1]

This data has a reduced boost amount compared to the
factory data.

Use in the following cases:

- Whan Armanna tha matar dicnlaue "Dusar radiiqad 0

Current status o Current status :

PER Ver: PER_FW.002 PER Ver: PER_FW.002 Rewrite
Map Ver: PER_MPAO2 Map Ver: PER_MPAQ2

HK|S Hks Co, Ltd HK|S HKS Co, Ltd

— The number of selectable maps varies depending

on the vehicle model or map concept.
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3. How to use Power Editor R Supporter HKS

3-3. Map selection and rewriting

- Select a map and press the Map Rewrite button to start rewriting.

M

s Power Editor R Supporter 1.2.2.2 EN £ s Power Editor R Supporter 1.2.2.2

(o1 R V.0 42018-AT020 GR YARIS [GXPA186] - Car Type:
Map Selection (5} Map Selection (5}

T T- B8 I :

Map(3]
This data has one boost level higher than the factory data.

A description of the selected map is displayed.

Current status :

PER Ver: PER_FW.002 Rewrite PER Ver: PER_FW.002
Map Ver: PER_MPAO2 Map Ver: PER_MPAO2

Rewrite complete at 100%.
2 Press the rewrite button.

HK|S HKs Co, Ltd P HK|S HKS Co, Ltd o Rewriting 70% 1.2.22
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P 3. How to use Power Editor R Supporter HKS/

3-4. Check after rewriting
- You can check the map name to confirm that it has been correctly rewritten to the selected map.

£ s Power Editor R Supporter 1.2.2.2

- For map version "AT020-01.3", "AT020-01" is the base map

name and the ".3" at the end is the number of the selected map. Map Selection (5

] BN < ] s b
- The status will be automatically updated once the rewrite is

complete, but you can also update the status by clicking Map([3]
"Current StatUS". This data has one boost level higher than the factory data.

- If the meter displays "Power reduced to protect the
engine” while driving, use Map|[2].

[ Status update button. Cnentelatie ;:

PER Ver: PER_FW.002 Rewrite
[ Check the map name. Map Ver: AT020-01.3

HK|S HKs Co, Ltd
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